
KANOMAX USA, INC.

219 US HWY 206

ANDOVER, NJ 07821 USA

TEL: 973-786-6386

FAX: 973-786-7586

E-MAIL: SALES@KANOMAX-USA.COM

URL: WWW.KANOMAX-USA.COM Copyight © 2023 Kanomax USA, Inc.

DISTRIBUTED BY:

  SSmmaarrtt    CCTTAA     











FL_R_056-04_181127 







おお問問いい合合わわせせ先先: fluids@kanomax.co.jp 
Kanomax JAPAN, INC. 
Fluid Research Measurement Solutions Division 

Information, data and specifications in this brochure are subject to change without notice. 

2-1 Shimizu,  Suita City,  Osaka 565-0805   JAPAN 
TEL:   +81-6-6877-8679        E-mail:  fluids@kanomax.co.jp  
http://www.kanomax.co.jp  

45Ω

°

77225500  

＜ ＞
▪ ▪ ▪
▪
▪ ▪



Supports 

90°parallel sensor Probe 
0247R-T5 

0248R-T5 

0249R-T5 

0250R-T5     (φφ5μm  Tungsten) 
0250R-PI5    (φφ12μm Platiniridium) 
0250R-P25   (φφ25μm Platinum) 

90°perpendicular sensor Probe 

90°Cross Flow X Probe 

Standard Cross Flow X Probe 

0252R-T5 

General Purpose Single Probe 

End Flow X Probe 

45°slanting sensor Probe 

End Flow Parallel Sensor Probe 

0251R-T5     (φφ5μm  Tungsten) 
0251R-PI5    (φφ12μm Platiniridium) 
0251R-P25   (φφ25μm Platinum) 

0253R-T5 

0254R-T5 

Model Length 
0102 155mm 
0103 459mm 
0104 917mm 

Model Length 
0106 147mm 
0107 451mm 
0108 909mm 

MODEL 0102 ・・ 0103 ・・ 0104 MODEL 0106 ・・ 0107 ・・ 0108 

Probes 

4.6φ(Stainless) 4.6φ(Stainless) 

BNC connector 
BNC connector 

Red dot 

Red dot 

Red dot 

Red dot 

Red dot 

Red dot 

※ dimension is in “mm”
※
※ no tester to be used for probe resistance measurement, 

※


